Lincoln offers floor transmission jacks in 1/2 ton 
and 1 ton configurations designed fo handle all 
fypes of passenger car, truck, bus, farm, and 
construction applications. 


W93716—1/2 Ton Capacity 
Hydraulic Transmission Jack 
Handles passenger car and light truck automatic 
transmissions. Fits front wheel drive transaxles and any 
air-cooled VW engine. Smooth hydraulic operation 
permits precise raising and lowering. 
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W93272 Optional Transfer 
Case Adapter 
for use on models W93714 and W93716. 


W93277 Ford Transmission 
Adapter 
for use on models W93714 and W93716. 


W93280 
for use on models W93714 and W93716. 


W93281 


Adapter 
for use on models W93714 and W93716. 


LINCOLN 


Four adjustable load support arms swivel to fit 
around all transmission pan flanges. 

Aligns splines and bolt holes. Easily adjusts to 
.030 inches or less. 

Double pump handle allows jack to be operated 
from either side. 

Lifting head tilts 60° forward, 18° backward, 12° 
sideways (right or left). 

Release valve easily accessible for sensitive load 
lowering. 


Taurus/Sable Adapter 


Bronco Transmission 


W93717—1 Ton eapaclty 
Hydraulic Transmission Jack 


Q Low frame easily clears undercarriage obstacles; 


especially when working on cab-over-engine trucks. 


Q Safety chain included. 
Q Four-inch full swivel roller bearing casters for easy 


maneuvering. 
Q Smooth hydraulic operation permits precise 
positioning. 
Q Double pump handle allows jack operation from 
either side 


Q Easily accessible release valve facilitates sensitive 
load lowering. 

Q Automatic valve prevents overloading. 

Q Saddle adjustment 12-3/4” to 26” wide, and 17” 

to 27-1/2" long. 


Designed specifically for heavy 
duty transmissions including: 

Q Fuller road rangers. 

Q Spicer 50, 60, 5000, 6000 and split torque (SST) 
series. 

Mack T-2000 and Maxitorque series. 

Allison AT, MT and HT series. 

Clark 280, 282 285, CL455 and CL550 models. 
Mercedes G3 and GVA types. 

Volvo S and R models. 

Iveco 31, 35, 46 and 2828 models. 
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W93250 Differential Adapter 
for use on model W93717. 


W93718—1 Ton eepay 
Hydraulic Transmission Jack 
Wide stance tubular steel frame equipped with four ball 
bearing 360° swivel casters which provide excellent 
stability and easy maneuvering. 

Q Builtin relief valves prevent overloading. 

Q Load restraint chain is included. 

Q Two heavy cast adjustable mounting plates. 

Q Four wedges to support the load. 

Q Extra high 44” lift height. 

W93249 Differential Adapter 
for use on model W93718. 


"The Brand the Pros Demanil”? ~~ 


W93272 Transfer Case 
Adapter 
for use on model W93716. 


Q Handles transfer cases on most 4wd vehicles. 
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W93277 Ford Transmission 


Adapter 
for use on model W93716. 


W93716 | 1/2 Ton 3-1/4" 26-1/4" 
W93717 | 1 Ton 71/2 36" 
W93718 | 1 Ton 10" 44" 


W93280 Taurus/Sable Adapter 
for use on model W93716. 


W93281 Bronco Transmission 
Adapter 
for use on model W93716. 


9x9" 33" 20" 70° 
10-1/2'x36-1/4" | 50-1/4" 29-1/2' 10° 
_ 48" 29-7/8" 40° 


W93200 CD4E Transmission 


Adapter 


for use on model W93716. 


20° 
10° 
15° 


25° L&R 
10° L&R 
10° L&R 
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Only use adapters that are specifically made for the product. Always follow the instructions accompanying the product for safe and proper use: 


Transmission jacks are for removing, transporting and installing transmissions or specified components only. Do not lift or support a vehicle with a transmission jack. 
Use only on a hard level surface. Use the safety chains to secure the transmission. Always follow the instructions accompanying the product for safe and proper use 


Engine stands are for supporting and transporting engines only. Make sure the engine is centered and secured to the mounting plate. Use only on a hard level 


surface. Always follow the instructions accompanying the product for safe and proper use 


